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 FusionServer Pro

E9000

FusionServer Pro  E9000

ICT

 • ® ® 

 • M.2 NVMe SSD  GPU  FPGA I/O

 • 12 NVMe SSD

 •

 • OS

 • Full Restful API Intel RSD

 • 32Tbps 100GE

 • SDN

 • GE/10GE/40GE/FCoE/FC/IB EDR

 • 2 ~4

 • PCIe

 • 2 PCIe

 • PCIe

FusionServer Pro  E9000
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 FusionServer Pro

E9000

E9000 12U/16

19 1000mm

AC DC

 • Intel®

 • 12 NVMe/SAS/SATA

 • M.2 NVMe SSD  GPU  FPGA I/O

 • 700W/ 1400W

 • 40GE IB EDR OPA 100GE

 •

 • 2 4

 • (GE 10GE 40GE FC FCoE IB OPA)

 • >40%

 • / 96%

 •

 •

 •
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12U

16 8 16 CH

4 CX 32Tbps
CX220  16G FC  8 x 16G FC 16 x 16G FC
CX318  10GE 32 10GE 32 10GE
CX320   10GE 40GE/FCoE/FC 8 10GE+2 40GE 8 10GE/8G FC
           32 10GE
CX620/CX621  IB EDR 18 EDR 16 EDR
CX710  40GE 8 x 40GE  16 x 40GE
CX916   FC : 8x10GE/25GE+2x40GE+8x16G FC 1 LOM  
            32x10GE+16x16G FC  
CX916L  10GE/25GE 8 x 25GE+ 2 x 40GE 32 x 10GE
CX920   8x10GE+8x40GE 16x10GE+16x40GE LOM
CX930  8 x 25GE+10 x 100GE , 32 x 10GE+16 x 100GE , LOM

6 3000W/2000W AC 6 2500W DC N+N N+M

14 N+1

• IPMI V2.0 SOL KVM Over IP
• 
• 1+1
• KVM

110V/220V AC  -48V DC  HVDC

5ºC-40ºC 

UL CE FCC VCCI

( ) 442mm 840mm 530mm
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CH121 V5 
( CH121 V5)

CH121 V5 HPC NFV
® ® 

CPU( 205W) 24 DDR4 DIMM 2 (

NVMe 4 M.2 SSD) 1 PCIe x16

 • ® ® UPI 10.4GT/s

CPU 28

 • Intel® Turbo Boost Hyper-threading

( AVX-512)

 • 24 DDR4 2933MT/s 3TB 128GB

 • 2  PCIe NVMe SSD 4 M.2 SSD

 • PCIe

 • DEMT PID

 •

 •

 • OS

 •

 •  

 • FDM 93%

 •
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2

1/2 ® ® 3100/4100/5100/6100/8100 205W
1/2 ® ® 3200/4200/5200/6200/8200 205W

24 DDR4 DIMM 2933MT/s 3TB

2 2.5 SSD SAS SATA NVMe SSD
4 M.2 SSD SATA

RAID
2 2.5 SSD SAS SATA RAID 0 1
4 M.2 SSD Raid0 1 5 6 10

PCIe
2 MEZZ  (x16)
1 PCIe x16

Microsoft Windows Sever 2012
Red Hat Enterprise Linux
SUSE Linux Enterprise Server
Huawei FusionSphere
Citrix XenServer 
VMware  ESX 

5ºC-40ºC ASHRAE CLASS A3

( x x ) 210mm x 537.2mm x 60.46mm

CH121 V5 
( CH121 V5)

https://e.huawei.com/cn/products/cloud-computing-dc/servers
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CH242 V5 
( CH242 V5)

CH242 V5 ® ® 

ERP BI

 • ® ® UPI 10.4GT/s

CPU 28   

 • 4P 48 DIMM

 • 4 2.5 SAS/SATA/SSD 4 NVMe SSD

1 PCIe

 • 8 M.2 SSD

 • DEMT PID

 

 •  

 •

 • OS

 •

 •

 •  FDM 93%

 •  
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4

2/4 ® ® 5100/6100/8100 205W
2/4 ® ® 5200/6200/8200 205W

48 DDR4 DIMM

4 2.5 SSD SAS SATA 4 NVMe SSD
8 M.2 SSD SATA

RAID RAID0 1 10 5 50 6 60

PCIe
4 PCIe x16 MEZZ
1 PCIe x16 HHHL

Microsoft Windows Sever 2008/2012
Red Hat Enterprise Linex
SUSE Linux Enterprise Server
Huawei FusionSphere
Citrix XenServer
VMware  ESX

5ºC-40ºC

( x x ) 423 mm*525mm*60.5mm

CH242 V5 
( CH242 V5)

https://e.huawei.com/cn/products/cloud-computing-dc/servers
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CH121L V5 
( CH121L V5)

CH121L V5 CH121 V5 HPC NFV
® 

® CPU( 205W) 24 DDR4  DIMM

2 ( NVMe 4 M.2 SSD)

 • ® ® UPI 10.4GT/s

CPU 28

 • Intel® Turbo Boost Hyper-threading

( AVX-512)

 • 24 DDR4 2933MT/s 3TB( 128GB

)

 • 2  PCIe NVMe SSD 4 M.2 SSD

 • +

90%

 • DEMT PID

 •

 •

 •
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2

1/2 ® ® 3100/4100/5100/6100/8100 205W
1/2 ® ® 3200/4200/5200/6200/8200 205W

24 DDR4 DIMM 2933MT/s 3TB

2 2.5 SSD SAS SATA NVMe SSD
4 M.2 SSD SATA

RAID
2 2.5 SSD SAS SATA RAID 0 1
4 M.2 SSD Raid0 1 5 6 10

PCIe 2 MEZZ  (x16)

Microsoft Windows Sever 2012
Red Hat Enterprise Linux
SUSE Linux Enterprise Server
Citrix XenServer
VMware  ESX

+

5ºC-40ºC ASHRAE CLASS A3

( x x ) 215mm x 525mm x 60.46mm

CH121L V5 
( CH121L V5)

https://e.huawei.com/cn/products/cloud-computing-dc/servers
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E9000

E9000 CX220 16GFC CX318 10GE CX320 CX621 IB

CX710 40GE CX820 100G OPA CX916L 10GE/25GE CX916 10GE/FC

CX920 10GE/40GE CX930 25GE/100GE I/O

CX220-16GFC

8 16G FC (SFP+) 4 4 license
16 16G FC

FC AG (NPV) 
F_Port E_Port N_Port E_Port license 
NPIV 255 NPIV  

8 16G license 
Advanced zoning (Default zoning port/WWN zoning broadcast zoning) 

2 RS232 ( )
SSH Web(https) SNMPv1/v3

( ) 388.55 mm x 35.06 mm x 272.15 mm

CX318-10GE

32 10GE SFP+  
32 10GE  

( ) 388.55 mm x 35.06 mm x 272.15 mm

CX320-10GE/40GE/FCoE/FC

8 10GE+2 40GE 8 10GE/8G FC
32 10GE

L2/L3/SmartLink/Monitor Link/BFD/VRRP
FSB/FCF/NPV

( ) 388.55 mm x 35.06 mm x 272.15 mm
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E9000

18
16

Compliant with IBTA 1.21 and 1.3
9 virtual lanes: 8 data + 1 management
256 to 4Kbyte MTU
Adaptive Routing

( ) 388.55 mm x 35.06 mm x 272.15 mm

CX710-40GE

8 40GE QSFP+ 6 40GE 4 10GE
16 40GE 40GE 2 10GE

L2: VLAN/MSTP/LACP/TRILL/Stack/IGMP/Smart Link/Monitor Link
L3: RIP/OSPF/ISIS/BGP/VRRP/BFD/PIM/IPV6

Security: IPSG/MFF/FSB/DAI/DHCP Snooping/sFlow/Netstream

2 RS232 ( )

( ) 388.55 mm x 35.06 mm x 272.15 mm

CX916-10GE/FC

8 10GE/25GE SFP+ 2 40GE QSFP+ 8 16G FC                                       
32 10GE 16 16G FC

L2/L3/SmartLink/Monitor Link/BFD/VRRP

FC: QLogic FC Switch

1 RS232

( ) 388.55 mm x 35.06 mm x 272.15 mm
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E9000

CX920-10GE/40GE 

8 x 10GE + 8 x 40GE
16 x 10GE + 16 x 40GE
LOM

L2/L3/SmartLink/Monitor Link/BFD/VRRP

2 x RS232 

( ) 388.55mm x 35.06mm x 272.15mm

CX930-25GE/100G 

8 x 25GE and 10 x 100GE 
 32 x 10GE and 16 x 100GE 
LOM

L2/L3/SmartLink/Monitor Link/BFD/VRRP/

2 x RS232 

( ) 388.55mm 35.06mm 272.15mm

CX916L-25GE

 8 25GE 2  40GE  
 32 10GE

L2/L3/SmartLink/Monitor Link/BFD/VRRP

1 RS232

( ) 388.55 mmx 35.06 mm x  272.15 mm






